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“QUOTATION NOTICE”

Work of Calibration & Certification and various equipment’s.

Notice No. Calibration/01/25-26 Dated : 02/07/2025 Due on -25/07/2025

Sealed quotations are invited from ISO/IEC 17025:2017 accredited service providers (in/around
Chennai) for Calibration & Certification of measuring instruments/equipment (Serial. 1-60 of
Annexure “A”) at CSMCARI, Arumbakkam, Chennai. Some items may require offsite calibration
as feasible.

Scope: Calibration & certification with traceability certificates as per ISO/IEC 17025:2017.
Completion: Within 15 days of award; rates valid for 1 year.

Eligibility: Accredited ISO/IEC 17025:2017 (Chemical/Biological) labs only. Copy of certificate &
Annexure “B” undertaking must be enclosed.

Submission: In sealed cover superscribed “Calibration/01/24-25 Dated: 20/07/2024” to The Assistant
Director & In-Charge, CSMCARI, Arumbakkam, Chennai — 600106, to reach by 25/07/2025 at 17:00
hrs.

Opening: On 25/07/2025 at 17:00 hrs.
Rates: Consolidated, inclusive of all charges. No changes post-finalization.

Payment: 100% within 30 days of satisfactory completion & departmental confirmation.
Transport/delivery to be arranged by party. No extra charges.

Right to Accept/Reject: CSMCARI reserves the right to reject any/all quotations or negotiate terms
without assigning reason.

Penalty: Delay beyond deadline will attract penalty. Damages to equipment to be replaced free of cost.
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Annexure-A

Calibration of Equipment/Instrument

The details of the instruments are as indicated below.

Sr. Name of Range & Accuracy/ No. of [
No. Equipment/Instrument Resolution Equipment/Instrument
1. | Cooling Micro Centrifuge Speed: Max. 17500 1 No
rpm
Temperature:
-11 to 40°C
Resolution: 1°C
2. | Data Logger Range 1 No
(Refrigerator & Deep Freezer) -50 to 400°C for
Channel 1 to 4
/+£0.5% F.S.D
3. | Micro Pipette Range: 1 No ?
(1-10 ul) 1-10 pl
4. | Micro Pipette Range: 1 No
(2-20 ul) 2-20 ul
5. | Micro Pipette Range: 2 Nos
(20-200 pl) 20-200 pl
6. | Micro Pipette Range: 5 Nos
(100-1000 pl) 100-1000 pl
7. | Micropipette Range: 1-5ml 1 No
(1-5 ml)
8. | Micropipette (1-10 ml) Range I No
1-10 ml
9. | Electronic Weighing Balance Range: | mg to 200 g 1 No
10 ; 0-220g 1 No
Analytical Balance +0.1 mg
o Analytical weighing balance 0. llr{na;-g;-() : £ 1o
12| Weights Range: 10 mg to 200 2 Nos
gm
13} Digital Thermo Hygrometer Range 7 Nos
Temp: 10°C to 70°C
Humidity:20-99%RH
Resolution
Temp: £ 0.1°C
Humidity +1% RH
14 Glass Thermometer Range: -10°C to 1 No
(-10°C to 110°C) 110°C
Resolution: 1°C
15| Glass Thermometer Range 1 No
(-10°C to 360°C) -10°C to 360°C
16, Autoclave 0to 125°C, 0to 30 2 Nos
(Temperature, Pressure inc& psi &
Timer) 1 psi
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17| Vertical Laminar Airflow Unit (<0.03%, 90 = 20 1 No
fpm, 0.5 w/M? <
3520)
18, Biosafety Cabinet Class I B2 (<0.03%, 90 £ 20 1 No
(HEPA leak test %, Airflow fpm, 0.5 W/M?* <
test, 3520)
Particle Count test)
19] Incubator Amb to 50 °C 1 No
20/ BOD Incubator 15 to 40 °C 1 No
21/ Bacteriological Incubator Amb - 60 °C 1 No
(Ecogain Series) 431
27 Eiot A oaes, Amb to 1320 °Cé&1 1 No
23| Hot Air Oven Range 1 No
Ambient + 5°C to
2507 C
24| Cyclo Mixer 2500 rpm 1 No
25| Water Bath Ambto 110°C/5°C 1 No
26 : 1 No
Refrigerator 7 10 8 °C
27| Deep Freezer (-40 °C) -40°C to -20 °C & | 1 No
5%
28| pH Meter 1.000 to 14.000 pH 1 No
% Stage Micrometer O-Imrl:a(g_gg l i ED
30 Range: 1 No
Metal Rule 0-300mm
(0.5mm/1mm)
5 Brass 85 Mesh Seive Fsnge: e
0.18mm
32| Muftle Furnace Range 1 No
Amb-900 °C
33| Muffle Furnace Range 1 No
Amb-1100 °C
34| Abbe’s Refractometer Range 1 No
1.30 to 1.71
35| Disintegration Tester Range 1 No
(Temperature, Displacement Temp: 20 °C ~39.9°C
and Timer) Cycle/stroke: 29.5
~30.5 strokes/min
Stoke height:
55 mm £ 2 mm
Timer: 1 sec - 99
min59 sec
Accuracy Temp: £0.5
°c
36| Conductivity meter Range 1 No
0-20 & 200 p S/cm
Accuracy

+ 1 % full scale




37

Digital Flame Photometer

Range
Sodium: 1 -100
; ppm
Potassium: 1 -100

ppm
Accuracy =2 %

1 No

38

Test sieve

1. 64-1.76 mm
Accuracy: £0.06 mm

1 No

39

Test sieve

342 um - 368 pm
Accuracy: £0.013 mm

1 No

40

Test sieve

685 um - 735 um
0.710 mm
Accuracy:+0.025 mm

1 No

41

Test sieve

237 pm - 263 pm
0.250 mm
Accuracy:+0.0099
mm

| No

42

Test sieve

169 pm - 191 um
0.180 mm
Accuracy:+0.0076
mm

| No

43

Test sieve

116.9 um — 133.1 um
0.125 mm
Accuracy:+0.0056mm

I No

44

Weighing bottle- S5ml

Capacity: 5 ml
Accuracy: = (0.3 ml

1 No

45

Specific gravity bottle 25ml

Capacity
25 ml

1 No

46

Burette 50ml

Range
0-50 ml
Accuracy
£0.10 ml

1 No

47

Standard flask 10ml

Capacity
10 ml
Accuracy
+0.05 ml

1 No

48

Standard flask 50 ml

Capacity
50 ml
Accuracy
40.12 ml

1 No

49

Standard flask 100 ml

Capacity
100 ml
Accuracy
+0.2 ml

1 No

50

Standard flask 250 ml

Capacity
250 ml
Accuracy
+0.3 ml

| Nos

51

Standard flask 500 ml

Capacity
500 ml
Accuracy
+0.5 ml

| Nos
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32

Standard flask 1000 ml

Capacity
1000 ml
Accuracy
+0.8 ml

| Nos

53

Graduated pipette 1ml

Range
0-1ml
Resolution 0.01ml

1 Nos

54

Graduated pipette 2ml

Range
0-2ml
Resolution 0.02 ml

1 Nos

35

Graduated pipette Sml

Range
0-5ml
Resolution 0.05 ml

1 Nos

56

Graduated pipette 10 ml

Range
0-10ml
Resolution 0.1 ml

1 Nos

57

Bulb pipette 25ml

Capacity
25ml
Accuracy
+0.06 ml

1 Nos

58

Environmental
chamber/Stability Chamber

Temperature & RH

1 Nos

59

Digital stop watch

Timer

1 Nos

60

Data logger (04 Channel)

RTD °C, DC Voltage
& DC Current

| Nos
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ANNEXURE “B”
Calbration/01/25-26
Dated : 02/07/2025

UNDERTAKING

We hereby undertake that the scope of work is covered for the equipment as
listed in ANNEXURE “A” for calibration & Certification of measuring

instruments and various equipment to provide with Traceability and
Certificate at the time of Invoices/Bills.

Dated: Authorised Signatory:
Name :-
Designation:-

Seal :-



Calbration/01/25-26 Dated : 02/07/2025

LIST OF INSTRUMENTS & EQUIPMENTS

FOR

CALIBRATION & CERTIFICATION

Annexure “C”

S.No

Instrument

Range

aty

Remarks
(NABL/ Non-NABL)

)

The job order shall be placed for completing the job work S.No. (1) to (60) of Annexure “A” the basis

of lowest consolidated values.

The Comparison of the bids shall be on basis of total price (inclusive of all taxes etc.) quoted by the
bidder. No comparison of individual item will be made the individual item charge is only for reference

purpose of this office.

Travelling & stay expenses of calibration team will be borne by the service provider, if required.




