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Email: nribas-pune@gov.in, nribas.pune@gmail.com                             Office:  020-25380326 

Website: www.ccras.nic.in                                                                                                          020-25383138 

�े�ीय आयुव
द अनुसधंान सं�थान 
(के��ीय आयुव�दीय िव�ान अनसंुधान प�रषद, आयुष मं�ालय, भारत सरकार)  

नेह! गाड$न, गांधी भवन के समीप, कोथ'ड, पणु े– 411038 
     Regional Ayurveda Research Institute 

(Central Council for Research in Ayurvedic Sciences 

Ministry of AYUSH, Govt. of India) 

Nehru Garden, Near Gandhi Bhavan, Kothrud, Pune – 411 038  

Enquiry No.: Pune-TECH011/25/2024-TECH-Part(1)/1235         Date: 09th December 2025 

TENDER NOTICE 

Procurement of Equipments for Animal House and Various Research Projects 

Tenders in sealed cover are invited under two-bid system. The tender in Sealed Cover- I 

containing “Technical Bid” and Sealed Cover-II containing “Financial Bid” should be placed 

in a third sealed cover, duly superscripted “Tender for Equipments for Animal House and 

Various Research Projects” and enquiry number and due date. Tender documents are 

available on website www.ccras.nic.in or www.eprocure.gov.in. The tender document should 

reach to this office on the date and time mentioned and envelope should be addressed to The 

Research Officer and Head of the Institute, Regional Ayurveda Research Institute, Kothrud, 

Pune - 411 038 Maharashtra (India). 

                  -Sd-        

                Research Officer and   

      Head of the Institute 
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A. Time and Schedule of Tender receipt and opening:  

Due date and time: 30th December 2025 – 13.00 hrs 

Date, time and place of opening of Technical Bid: 30th December 2025 – 15.00 hrs in 

meeting room of RARI, Pune 

The date of opening of financial bids will be communicated later. 

Any future clarification and/or corrigendum(s) shall be communicated on the CCRAS 

website: www.ccras.nic.in, www.eprocure.gov.in   

B. Particulars of the Item/Equipment 

The name and specifications of the item/equipment needed and EMD details are 

mentioned in Table I.   

C. Technical Bid should contain 

1. The Technical Bid should be prepared according to Annexure I 

2. Earnest Money Deposit: The tender should be accompanied by an Earnest Money 

Deposit (EMD) of 2.5% of cost of Equipment (as mentioned in Table 1) in the form of 

Account payee Demand Draft/Bank Guaranty/Fixed Deposit Receipt drawn in favour of 

RAIFR, Pune payable at any nationalised bank at Pune and should be valid for a period of 

six months from the date of opening of the technical bid. The original EMD shall be put 

in cover containing technical bid.  

3. The complete details of the Company/firm, registration certificate and authorisation 

certificates should be attached.  

4. The documents of GST/PAN/IT Returns of last 02 F.Y. should be attached. 

5. The technical specification of the equipment/s should be mentioned in the Proforma 

Information Sheet at the last. Separate sheet mentioning the detailed technical 

specifications including make and model number can be attached along with catlog. 

6. The specifications compliance sheet should be attached. 

7. Delivery period/schedule and time required for installation may be indicated. 

8. All the relevant documents/undertaking should be attached. 

9. Any other relevant document which may be helpful in correctly assessing the quality of 

the product. 

D. Financial Bid should contain 

1. The financial bid (Annexure II) should contain a complete financial offer with detailed 

breakup of FOR Pune prices. The price should be mentioned in Indian Rupees (INR) 

only for single unit of quantity. All taxes/duties should be clearly mentioned in the 

financial bid. 

2. Prices should be inclusive of insurance, transportation and inland charges. Insurance 

cover must be taken by the supplier to insure the consignment from all risks from 

Suppliers warehouse to Stores at RARI, Pune, India. 

E. Terms and Conditions 

1. The incomplete tender/s or bid/s received after due date and time will not be entertained 

whatsoever may be the reason. 

2. All pages of the Enquiry/Tender should be signed. 

3. Bids received without/insufficient Earnest Money Deposit (EMD) shall stand rejected and 

thus shall not be considered for evaluation, etc at any stage. The EMD will be returned to 

unsuccessful bidders after finalization of purchase.  

4. The Public Sector Undertaking of the Central/State Govt. are exempted from furnishing 

Earnest Money Deposit along with tender.  
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5. The firms who are Micro and Small Enterprises (MSEs) as defined in procurement policy 

issued by Department of MSME or are registered with Central Purchase Organisation or 

the concerned ministry or department OR Startups as recognised by Department of 

Industrial Policy and Promotion are exempted from furnishing Earnest Money Deposit 

vide GFR, 2017 rule 150.  

6. Financial bid will be considered only for those offers whose technical bid is found 

suitable or acceptable.  

7. The bids will be opened before such Tenderer or their representatives who are likely to 

remain present at the scheduled date and time of opening of bid as mentioned in the 

enquiry. 

8. The price quoted for the material /equipment shall be firm and valid for 90 days from the 

date of opening. 

9. Attach Sole distributorship certificate from Principal OR Authorisation/distributor 

certificate from Principal in case of authorised dealer or distributor OR sole Indian agent 

from Principal.  

10. The material or equipment offered shall confirm to relevant Indian/International standards 

and should have all required ISO and other certifications. 
11. Please furnish an undertaking on Company’s letterhead indicating that they have not 

supplied the said equipment to any individual, Govt. or private institution at the rate lower 

than the quoted rate. Failure to fulfil this criterion will lead to outright rejection of the 

bid. 

12. Tender shall be complete in all respects. Manufacturer name, make and model number 

should invariably be mentioned in the bid and illustrated leaflets and catalogues giving 

technical details should be attached with bid. 

13. Warrantee terms: Bidder will have to provide complete warranty for the equipment for 

2 (two) years after expiry of warranty period. Financial bid should be quoted accordingly. 

In this regard, the Tenderer shall submit an undertaking on Company’s letterhead that 

they will provide complete warranty for 2 (two) years. 

14. The supply order (minimum 02) should be attached with Technical Bid. 

15. Payments will be made within 30 days of installation of equipment in working condition 

at site (Laboratories of RARI, Pune) and after submission of all necessary documents 

required for payment. 

16. Offers through Telegraph or E-mail will not be accepted/ entertained. 

17. Condition of advance payment or part payment, either direct or through bank will not be 

accepted in any case. Full payment will be made after the receipt of material and 

inspection thereof by the Institute Purchase/Verification Committee to its satisfaction. 

18. In all disputes, the decision of the Research Officer and Head of the Institute shall be 

final, conclusive and binding on the supplier/Tenderer. All disputes shall subject to the 

jurisdiction of the Hon’ble Court of Pune, Maharashtra, India. 

19. Deviations: Deviations, if any, from the specifications given which provide for 

improvement in the functioning of the equipment will be accepted. Such deviations and 

their advantages shall be clearly spelt out in the Tender. 

20. In case asked, Bidder must personally give the demonstration of the 

equipments/Instruments to the competent authority of the institute and in that case all the 

expenses shall be borne by the supplier. 

21. The successful bidders has to constitute a contract on Indian non judicial stamp paper of 

Rs.1000/- (Rupees one thousand only) as per Annexure III and also require to furnish the 

performance security@ 5 % of contract value in the form of Fixed Deposit or Bank 
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Guarantee, for a period of 26 months of any nationalized bank in favour of RARI, Pune 

payable at Pune only. The performance security can be adjusted with EMD, if applicable. 

If the successful bidder fails to furnish the full performance security within 15 (fifteen) 

days after the issue of Letter of Award, the bid security (EMD) shall be forfeited and 

order will be cancelled unilaterally by this office. 

22. The time for the date of delivery/ dispatch stipulated in supply order shall be deemed to 

be essence of the contract and if the supplier fails to deliver or dispatch any consignment 

within the period prescribed for such delivery or dispatch in the supply order, liquidated 

damages may be deducted from the bill @ 0.5% per week subject to maximum of 10% of 

the value of the delayed goods The competent authority may also cancel the order and the 

bid security of the supplier shall be forfeited. 

23. The final acceptance of the Bid is entirely vested with RARI, Pune which reserves the 

right to accept or reject the Tenders in full or in part. After acceptance of the Bid by 

RARI, Pune, the Bidder shall have no right to withdraw the Bid and Prices payable to the 

Supplier as stated in the Contract shall be firm and not subject to any adjustment during 

performance of the Contract. 

 

                -Sd- 

 Research Officer and         

     Head of the Institute 

            RARI, Pune 
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Table 1. Technical Specifications 

 

Sr. 

No. 

Description/Specification of Equipment Approx. 

Quantity 

EMD (Rs) 

to be 

submitted 

1. Laboratory Animal Anaesthesia System  

 It should be safe, compact, user friendly and economical gas 

anaesthesia system. 

 It should be suitable for anesthetizing mouse, rat & rabbit by 

changing mask or induction chamber. 

 It should be a compact assembly with oxygen flowmeter 

ranging from 0.1 to 4.0 LPM with oxygen flush valve, a 

oxygen hose assembly with threaded DISS connections (Min 
10 ft). 

 The system should be supplied with O2 cylinder along with 

regulator and tubings. 

 Air pump can be quoted as optional.  

 Non-refurbished Isoflurane Precision vaporizer to provide 

accurate delivery of anesthetic agent from 0.5 % to 5% in 
suitable increments.  

 The depth of anesthetia can be easily adjusted. 

 The system should be suitable for Dual-procedure circuit. 

 It should be a Multichannel system.   

 The system should be supplied with standard induction 

chamber and Rat-size & mouse-size nose cones/mask. 

 It should have toggle switch to allow for switchover between 

the induction chamber and mask. 

 Activated charcoal filled canisters with evacuation apparatus 

for waste gas removal. Pack of at least six canisters should be 

provided.  

 The assembly should be easily mountable small and compact 

for easy movement within laboratory/animal facility with 

Movable unit/trolley with castor wheel. 

 Should be CE certified/BIS approved product. 

 Installation and demonstration should be done after delivery.  

 Safety precautions should be specifically mentioned and 

explained at the time of installation.  

 Any additional accessories required for working of the 

equipment has to be supplied by the vendor 

01 12500 

2. Metabolic cages 

 The cages should be suitable for collection of urine and 

feces from Rats during metabolic studies.  

 It should be able to separately collect urine and feces 

without any contamination and able to give other 

behavioural information like ambulation/rearing. 

 It should offer good separation efficiency of urine and feces 

to ensure maximum purity of collected samples.  

 Cage made up of SS 304 quality and polycarbonate material. 

It should have following components - 

1. Polycarbonate cage with lid. 

2. Polycarbonate connection funnel. 

3. Two SS 304 floor grill for rats. 

4. Urine collection tube and Feces collection tube 

5. Polycarbonate water bottle (250 ml) 

30 31250 
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6. Food hopper (SS 304) 

 The cage should have overall approx. dimension of 

300x300x650 mm 

 The food hopper should be such that to reduce the access of 

animal inside the food hopper.  

 The construction of the cage should be simple, rapidly 

assembled with minimum parts. There should be minimal 

animal stress during sample collection so that long term 

studies can be conducted without stressing animals.    

 The metabolic cages should be supplied with stainless steel 

(SS 304) rack or trolley to accommodate at least 10 
metabolic cages. 

 The rack/trolley should have 2 tier constructions to 

ergonomically position cages at convenient height levels for 

easy observations and routine maintenance. The rack/trolley 

should have PU wheels in SS cover socket.  

 Approx. rack size shall be 1640x 450x1815 mm 

3. Actophotometer (IR Activity Meter) 

Detection Principle:  Infrared (IR) Beam Array: Non-visible 

light source to minimize impact on 

animal behavior. Adjustable height. 

Locomotor Axes:   X and Y Axes: Minimum of 6 to 8 

beams per axis to measure basic 

horizontal movement. System to be 

upgradable to Z axis. 
Beam Configuration: Total 12-16 IR beams. 

Beam Spacing:  2.5 cm, sufficiently close to capture 

small rodent movement. 

Photocell Wavelength:  Approx. 950 nm (infrared). 

Animal Chamber:  Clear Perspex/Polycarbonate, easy to 

clean.  

Output Display:  Digital Counter (4-digit): Shows total 

beam breaks/counts for the session. 

Time Control:  Timer: User-selectable session duration 

(e.g. 5-10 min). 

Connectivity:  RS-232, USB supported for data transfer 

to a computer. 

Software:  Dedicated acquisition/data transfer 

software  

Software features:  Provision to add experiment details, 

animal details, group selection, modes  

Data Export:  Exportable to standard formats (e.g., 

Excel (.xlsx, .csv), PDF). 

Parameters:   Ability to differentiate and report: 

Locomotor/Ambulatory, Stereotypic, 

Rearing. 

Sensitivity:  Adjustable Sensor Sensitivity: Ability to 

calibrate the detection level to the 

movement of animals. 

Modularity:  Interchangeable Frames/Arenas: Ability 

to switch between rat and mouse frames, 

Option to add accessories like a Hole 

Board for curiosity testing. 

01 7,500/- 
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Environmental Control:  Should operate reliably in low or dark 

lighting conditions, as IR beams are 

independent of ambient light. 

Certifications:  CE Compliant, ISO Certified 

4. Rota Rod Apparatus 

Rota rod apparatus should be suitable to screen the effect of 

drugs on motor coordination, balance and motor learning in 

small laboratory animals (mice and rat). 

Specifications 

 Should be usable for both mice and rat just by changing the 

rotor & some partitions 

 Should have at least five compartments. 

 Should have the lane width which can be easily adjusted for 

mice and rat.  

 Should have the lane width of at least 50mm for mice and & 

70mm for rat. 

 Should have detection of fall by plate type sensor 

 Should have individual lane timers in the range of 0-999.9 

seconds with resolution of at least 0.1s. 

 Should have an electronic rotor speed adjustment with a 

constant speed in the range of 0.1-80 rpm at least. 

 Should have provision for easy replacement of rotor. 

 Should have at least 3 different modes- Normal mode, 2 

different acceleration modes. 

 Should also have reverse- forward direction selection mode. 

 Should have the falling height at least 220mm for mice & 

240 mm for rat. 

 Should have rotor diameter of at least 30 mm for mice & 60 

mm for rat. 

 Parameters recorded: Distance travelled in centimetres, 

falling RPM and time spent on rod. 

 Should be provided with password-protected software for 

data collection. 

 Should have touch screen display with functions such as 

password protected system, Cut-off time, Auto Experiment 

Number, Password protected delete mode. 

 Software should have provision for entering experiment title, 

comments, graphical presentation of data and assignment of 

test ID to compartment for animal groups. 

 Software should have PC/laptop connectivity 

 Software with transfer of data to excel, report generation in 

excel or pdf, & calibration report generation facility. 

 Should have software with provision to add title, comment, 

graphical presentation and data can be exported to PC/laptop. 

 Should have ISO/CE certification. 

01 10,000 

5.  Grip Strength Meter 

 It should be suitable to measure the muscle strength or 

skeletal muscle function in fore limbs and hind limbs for 

01 16,250 
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assessment of neuromuscular function.  

 It should be suitable for rats and mice.  

 Applications: Drug screening in toxicology, muscle 

relaxant drugs, motor phenotyping and disease condition 
affecting muscular strength like aging, fatigue, and other 

neurodegenerative disease- Parkinson. 

 Principle: The animals are allowed to grasp the metal bar or 

grid and are then pulled backward in the horizontal plane. 

The animals have instinctive resistance to backward 
movement and consequent tendency to grasp or make grip 

against pull back of the operator. The force applied to the 

bar or to the grid just before it loses grip is recorded as the 
peak force. This force can be measured in Kg/Gram, 

Newton, or lbs.  

Features: 

 It should be compact, sturdy, height adjustable stand and 

should not take much space on bench so as to become easy 
to operate. 

 The system should consist of multiple grasping tools like 

metal bars, trapeze, grasping grids and supplied in 02 sets of 

each.  

 The control unit should have digital display. 

 The device should automatically store the peak force 

achieved by the limbs. 

 It should be a standalone system without need of computer; 
however, it should have facility for PC connectivity using 

USB port for data recording, and data can be transferred in 

.csv or .text format for data analysis and report generation. 

 It should have in built or internal memory to review and 

save data. 

 It should be pre-calibration or auto calibration feature before 

placing in operation.   

 The control unit should be rechargeable battery powered.  

 The PC software should have all features to add details of 

experiment including experiment number, date, time, 

animals numbers, sex, etc. 
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PROFORMA FOR TECHNCIAL BID 

Sr. No. Particulars Details 

1. Name and Address of the Company/Firm with 

Fax/Telephone and Email ID and Website  

 

 

 

 

2. Brief particulars of the firm/Company/Unit 

Date of Registration, Prop/Pvt./Public/Govt, etc. 

 

 

 

3. Certificate of Registration of Company/Firm  

4. Status of the Supplier: 

Manufacturer/ Sole Indian Agent/Authorised 

Distributor/ Indian Agent of Foreign 

Supplier/Foreign Supplier (Enclose certificate) 

 

5.  PAN No. (Enclose proof)  

6. GST No.  (Enclose proof)  

7. Attach IT returns of last two years  

8. ISO/ISI details/CE/other certifications (Enclose 

Proofs) 

 

9. Have you ever supplied these items to any Govt. 

Laboratory (If yes, enclose documentary 

evidence) 

Yes No 

10. Whether the specifications offered by your 

exactly meets out requirement  

(Attach compliance sheet) 

Yes No 

11. Mention Enquiry No. OR Downloaded from 

website www.ccras.nic.in, or 

www.eprocure.gov.in  

 

 

 

12. Details of the bid security (EMD)  

 

13. Please furnish the technical specification of the 

instrument offered. Make & Model No./ Part 

No. should be clearly mentioned. 

(Separate sheet may be attached) 

 

14. Delivery period/schedule and time required for 

installation 

 

15. Supply orders (Attached/Not attached)  

I/we agree to abide by all the terms and conditions mentioned in the enquiry letter and further 

undertake that details mentioned in Technical Bid given above with proof are correct and 

true. 

    

(Signature) 

Date:                                                        Name and Designation ________________________ 

Place:               (Company Seal) 

(Note: The format of Technical Bid may be printed on the letter head of the company or firm)   

 

Annexure I 
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PROFORMA FOR FINANCIAL BID 

Sl. 

No. 

Name of the Equipment/ 

Material 

Make and 

Model No. 

Quantity Unit Price in INR 

(Excluding Tax) 

     

     

                                                                   Total Amount  

                                                                        Add Taxes   

                                                                       Grand Total  

 

 

(Signature) 

 

Date:                                                        Name and Designation ________________________ 

Place:               (Company Seal) 

 

(Note: The format of Financial Bid may be printed on the letter head of the company or firm)  

  

Annexure II 
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CONTRACT AGREEMENT FORM  

(Enquiry No.____________________________________________________) 

THIS CONTRACT AGREEMENT made the ………………………day of ……......... 2026 

between Rate Contracting Authority [Research Officer I/c, Regional Ayurveda Research 

Institute, Pune] (Name of Rate Contracting Authority) of India (country of Rate Contracting 

Authority) (hereinafter called “the Rate Contracting Authority”) of one part and M/s 

……………………………………... (name of supplier) of …………………………………. 

(city and country of supplier) (hereinafter called “the supplier”) of the other part :  

WHEREAS the Rate Contracting Authority invited bids for certain goods and ancillary 

services viz. EQUIPMENTS (Brief description of goods” and services) and has accepted a 

bid by the supplier for the supply of those goods and services. 

 

NOW THIS AGREEMENT WITNESSETH AS FOLLOWS: 

 

1. In this agreement words and expression shall have the same meaning as are respectively 

assigned to them in the conditions of contract referred to: 

2. The following documents shall constitute the contract between the Rate Contracting 

Authority and the supplier, and each shall be read and construed as an integral part of the 

contract:  

a. This contract agreement:  

b. All the terms and conditions of contract:  

c. Technical Bid/Specifications:  

d. The supplier’s financial bid  

f. The Rate Contracting Authority’s notification of rate contract (Letter of award). 

  

3. This contract shall prevail all other contract documents. In the event of any discrepancy or 

inconsistency with the contract documents, then documents shall prevail in the order listed 

above.  

4. In consideration of the payments to be made by the Purchaser to the supplier as hereinafter 

mentioned, the supplier hereby covenants with the Purchaser to provide the goods and 

services and to remedy defects therein in conformity in all respects with the provisions of the 

contract. 

5. The Purchaser hereby covenants to pay the supplier in consideration of the provision of the 

goods and services and the remedying of defects therein, the contract price or such as may 

become payable under the provisions of the contract at the times and in the manner 

prescribed by the contract.  

Brief particulars of the goods and services which shall be supplied / provided by the supplier 

are as under:- 

Annexure III 
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Sl. 

No.  

Name of the Item with make, 

model and catalogue no. 

Quantity F.O.R. Rate per unit (Rs)* 

    

*The above rates are inclusive of excise duty, transportation, insurance, inspection & testing 

charges and any incidental charges, but exclusive of GST. 

6. The prices shall be valid for six months from the date of agreement, unless revoked and 

thereafter for a further period as agreed upon mutually. The supplier shall have to provide 

CMC on the rates agreed upon after the expiry of the warrantee if it is desired by the Rate 

Contracting Authority. 

7. The supplier shall agree to deposit 5 % performance security, along with as mentioned at 

Sr. No. 21 of “Terms and Conditions”, in advance by FDR/ Bank Guarantee, for a period of 

14 months.  

8. The suppliers are not authorized to supply material directly to any state Govt. / Semi Govt. 

/ any other organization on the rate lower than the rate contract.  

9. The supplier shall supply the goods directly to the indentor / purchaser at the address given 

in the supply order.  

10. The supplier shall raise bills directly in the name of indenting officer / purchaser against 

the supplies made directly by them to the indentor’s satisfaction in compliance with the 

conditions contained in the supply order.  

11. The supplier shall receive payment against its bill after all the necessary verifications and 

installation of equipments. No advance payments will be made in any circumstance.   

12. The supplier shall carefully read all the conditions of tender for supply of equipment and 

accept all terms and conditions in the tender document. Signing this contract means that the 

supplier has read all the terms and conditions and abide by it.  

IN WITNESS whereof the parties hereto have caused this agreement to be executed in 

accordance with their respective laws the day and year first above written. That, in token of 

this agreement, both parties have today affixed their signature at Pune. Signed, Sealed and 

delivered by the Said ……………………………… (For the RATE CONTRACTING 

AUTHORITY) In the presence of: ………………………………….. Signed, Sealed and 

Delivered by the Said ……………………………… (For the supplier) In the presence of: 

………………………………….. 

 


